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3D Design ïWilkinson Divider
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Overview: Topics

Å Use template

Å 3D structure definition

Å Shift and Mirror 

Å MSL Port

Å SMD Resistor

Å S-Parameters

Å Even, odd mode
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Step 1: Start

Å Start Empire XPU

Å Select Templates

Å Uncheck ĂCalculateéñ

Å Set initial Line Width 410 µm

Å Click OK

Å File Ą Save as

Å Create new directory ñdividerò 

and save file

Comments:

ÅThe default template creates a microstrip line 

including ports on a TMM 10 substrate

ÅNote the current group is ñConductorò: new 

objects get the property of this group unless 

the group is changed
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Step 2

ĄCheck Impedance

Å Open Group Port - Sources

Å Right click on GANLIB 1 - Edit

Å Click ĂEdit Settingsñ

Å Click ĂInfoñ

Å Close Windows with OK

Å Click on GANLIB 2 - Delete

Å Click on strip line, Open Object

Å Adjust Point 2, x=2800, OK

Comments:

Width=410 yields approx. 50 Ohm with epseff=6.37

-> 2.97mm is a quarter wavelength at the target 

frequency of 10 GHz
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Step 3: Ring

Å Click ĂCreate Library Objectñ

Å Select Tab Ă2D Extrudedñ

Å Select ĂRingñ

Å Left click at x=4000, y=3000

Å Set inner radius to e.g. 1000 (will be set later)

Å Long left click to use group height thickness

Å Click ĂEdit Settings

Å Adjust values: da, db, phi0, phi1

Å Close with OK

Comments:

Ring values are chosen so 

that impedance is ~70 Ohm 

and length is half

wavelength
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Step 4: feed lines

Å Zoom in to center

Å Click ĂCreate Boxñ

Å Click on edge (x~5200)

Å Click on corner

Å Long click to use group height

Å Adjust value

(to get width of 410 µm) 

Å Enter 1D Arrow at y=3000*

Å Select line

Å Click ĂCopy & Mirrorñ
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* Drag left button starting at 

x=4500, y=3000, release at 

x=5000, y=3000
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Step 5: SMD Resistor

Å Click ĂCreate Library Objectñ

Å Select SMD tab

Å Select ĂSMD Resistorñ

Å Left click at x=5100, y=3000

Å Click ĂEdit Settingsñ

Å Adjust values:

Size: SMD0402 [inch]

Orientation: set Ăvñ

for vertical orientation

Resistance: define

100 Ohm load

Å Close with OK
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